
IN SHORT:

Riwega Srl is not responsible for negligent or improper use of its products.

Tape Green

Use: for sealing eurostandard Riwega membranes, vapour control layers and barriers at the overlaps or directly onto the lateral 

surfaces of roof windows, chimneys, vents, etc. as well as for sealing wooden wall joints (X-lam) or OSB boards. Thanks to its wa-

ter-resistant polyethylene surface, USB Tape 1 PE is particularly recommended for external use.

Application: identify all the surfaces to be bonded, make sure that they are dry and free from dust and grease (alternatively, use 

USB Primer to treat the surfaces); after cutting the desired length of tape, remove the protective liner, lay the adhesive tape onto 

the overlap of the surfaces and press firmly along the entire surface of the adhesive tape using the roller so that the adhesive bonds 

properly. The acrylic glue bonds immediately but develops its maximum adhesive strength over 24 hours. The temperature limit for 

the acrylic glue to provide an immediate minimal bond is -10°C; therefore, the lower the temperature, the lower the immediate 

bonding time; in any case, once the tape is laid, the adhesive process develops as the temperature increases, until it reaches its ma-

ximum bonding seal.

Tecnichal data sheet
Measurements 50 mm x 25 m
Colour green
Glue weight (DIN EN ISO 536) 180-200 gr/m2

Covering material Brown siliconic liner
Adhesive backing Tape with PE surface with polyester reinforcing mesh
Peel adhesion (DIN EN 1939) ≥20 N/25 mm
UV stability 3 months
Roll lenght 25 m
Box 125 m
Art. 02040161
Price

Product description: professional, universal polyethylene adhesive tape with mesh 

reinforcement, coated with highly adhesive acrylic glue for inside and outside use. This 

tape has been specially produced for sealing eurostandard Riwega membranes, vapour 

control layers and barriers with the purpose of providing a seal against water, air, wind, 

vapour and noise on interruptions in roofs and walls.

- Highly adhesive

- Waterproof

- Solvent-free

- Guaranteed wind and air tightness

- Universal

- Simple and fast laying

Polyester reinforcing mesh

Polyethylene

Acrylic adhesive

Acrylic adhesive

Silicone liner
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